
Flush Mount Soil Markers
Temperature stable / UV stable
Impact, vandalism, fade and abrasion
resistant
Highly visible hot stamped graphics and
messages
Barbed stake included

Description
Clearly identify vulnerable underground assets with durable ground-level markers. Made of long-lasting
and damage-resistant plastic, Flush Mount Soil Markers are perfect for urban, high-traffic, or other
locations where posts and signs can’t be used. These rugged markers can be walked on, driven over, or
mowed over. They help you quickly locate buried drops, stub ends, valves, hand holes, manholes, and test
stations.

Additional information



Weight N/A

Dimensions N/A

Model Number WFS-ES-0002 Flush Mount Soil Markers

Applications Harsh Environments, High Temperature, Outdoor Use,
Utility Labeling

Material Outdoor Durable UV-Stable Plastic

Size 7-inch diameter disk with 13-inch soil stake

Expected Outdoor Life Guaranteed for life against fade, peel or chip

Temperature Service Range -40°F to 185°F

Minimum Application
Temperature Any temperature as long as the ground is not frozen

Colors Orange, Purple, Blue, Green, Red, Yellow

Ink Colors Standard is black, also available in white

Water Resistance Excellent

Solvents Resistance Excellent

UV Resistance Excellent

Abrasion Resistance Excellent

Shelf Life Completely Stable, Stored at 70F and 50% Relative
Humidity


